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GET THE MOST OUT OF YOUR KIOSK

The crowdDJ kiosk surround boosts your kiosk visibility and gives an instant call to action to your 
guests to pick their music.
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YOUR EXISTING EQUIPMENT

A. 22" Kiosk 330mm(w) x 530mm(h) x 40mm(d).

B. 4 x Old screws for Kiosk Bracket (C)

C. Kiosk Bracket - 160mm(w) x 200mm(h) x 45mm(d)

D. Power supply

E. Ethernet cable (WiFi option available)

F. Wall Bracket - 170mm(w) x 203mm(h) x 50mm(d).

G. 4 x Bracket screws

NEW EQUIPMENT

H. 4 x Phillips head screw (M4x10) + Washers

I. Kiosk Surround - 368mm(w) x 783mm(h) x 5mm(d)
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If you CAN unplug the ethernet and power 

from the wall, unplug them before removing 

the four screws (G) in the side of the C-bracket 

(C). Then lift the kiosk (A) from the wall and 

place it face down on a soft surface.

If you CAN'T unplug the ethernet and power 

from the wall, remove the four screws (G) in 

the side of the bracket (C) and get a second 

person to lift the kiosk (A) from the wall and 

hold it while you complete the rest of the steps.
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Plug the cables (D,E) back into the wall 

(if they were removed) and place the 

C-bracket (C) and attached kiosk back 

into the slotted holes on the wall plate (F).

Place the Kiosk power supply, network 

cable and any additional cabling into the 

space within the Kiosk bracket.
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Unscrew the four screws (B) in the C-bracket (C) before 

sliding the kiosk surround (I) in-between the kiosk (A) 

and the C-bracket (C) making sure to line up all the holes. 

Install the 4 screws provided with the surround (H) 

through these holes.
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Align the holes in both brackets 

(C,F) and screw in the Phillips 

head screws (G) to secure the unit.
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Important

Ensure the crowdDJ® Kiosk 

is level, powers on and 

connects to the correct zone.
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ATTACHING THE SURROUND AND RE-MOUNTING THE KIOSK

Follow these steps to ensure your Kiosk surround is attached and mounted correctly. A second 
person is required if you are unable to unplug ethernet and power cables from the wall socket.

NEED ASSISTANCE?

Nightlife’s crowdDJ® Kiosks are a great addition to any venue. For any questions about the positioning, network or WiFi 

connectivity, or finding the best location for your Kiosk, your Customer Service Representative will be available to help. 


